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App. No. 10/675819 

Office Action Dated September 21, 2004 
Amd. Dated January 21 , 2005 

Amendments to the Claims: 

This listing of claims will replace all prior versions and listing of claims in the 

application. 

Claims 1, 2 and 4 are amended. 
Claims 5 and 6 are new. 
Listing of Claims: 

1 . (Currently Amended) An arrangement structure of a door open-close device 

to automatically open and close a vehicle door by means of a driving force comprising: 

a roof member provided on a door-opening area for constituting a ceiling member 
of a vehicle body; 

a side member provided on the door-opening area for constituting a side portion 
of [[a]] the vehicle body; and 

a gazette member provided on the door-opening area for beiftg - attaoh e d to and is 
bridged between the roof member and the side member so as to e xtend ovor said roof membor 
and said side member ; 

wherein said vehicle door open-close device is arranged in a space surrounded by 
said roof member, said side member, and said gazette member. 

2. (Currently Amended) An arrangement structure of a vehicle door open-close 
device according to claim L wherein comprising; 

said roof member including an outside roof member and an inside roof member; 
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said side member including an outside side member and an inside side member; 

and 

said gazette member being attached to is bridged between said inside roof 
member and said inside side membe r so as to e xtend ovor caid roof memb e r and said sid e 

wherein said inside roof member and said inside side member are connected to a 
connecting part in which said outside roof member and said outside side member are connected 
thereto, 

3. (Original) The arrangement structure of a vehicle door open-close 

device according to claim 2, wherein a roof reinforced member provided on said roof member 
and a side reinforced member provided on said side member are connected to said connecting 
part. 

4. (Currently Amended) The arrangement structure of a vehicle door open-close 
device according to claim 2, wherein 

an attaching part of said inside side member is attached to an attaching reinforcement 
member is provid e d on said insid e roof m e mber or said insid e sid e m e mb e r in which said gaz e tt e 
m e mb e r attach e d th e r e to , and said attaching r e inforc e d reinforcement member is connected to 
said connecting part. 
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5. (New) The arrangement structure of a vehicle door open-close device according to claim 
3, wherein 

an attaching part of said inside side member is provided with an attaching reinforcement 
member, and said attaching reinforcement member is connected to said connection part. 

6. (New) The arrangement structure of a vehicle door open-close device according to claim 
3, wherein 

said roof reinforced member is positioned between said outside roof member and said 
inside roof member, and 

said side reinforced member is positioned between said outside side member and said 
inside side member 



PAGE 9/15 * RCVD AT 1/2112005 5:11:13 PM [Eastern Standard Time] * SVR:USPTQ-EFXRF-1/1 * DNIS:8729306 * CSID:61233290S1 1 DURATION (mm-ss):03-H 



